
BPK 2 Discharging Stations  
Bulk Container Systems

F O O D S T U F F  |  P H A R M A C E U T I C A L S  |  M E T A L  P O W D E R S  |  B U L K  C H E M I C A L S

275 
TRANSFORMING STEEL

1740 - 2015

YEARS

www.ucon.de

u
n



Discharging Stations

BPK 2 Cone Valve Systems. 
UCON Bulk Technology. 

M A D E  I N  G E R M A N Y

UCON AG
Containersysteme KG

Optional
ATEX

EGVo 10/2011 und FDA

  Standard       Optional     -  Not incluided     ^  By Arrangement     (1)  Other materials on request     (2)  Depending on product

Custom, application oriented, solutions upon request.
Contact us, we look forward hearing from you!

* This unit consist of: Siemens Simatic minicontroller / Text display: parameter for stroke, pulsing and vibrator mode, error messages / PLC Interface
 

** This unit consist of: Siemens Simatic S7 / Graphic display for intuitive Operation, automatic flow control / Material based dosing parameter with parameter management / Dosing tolerance ± 100 [g] (2) / Automatic 
and service mode, scale setup, operator management (password) / Graphic of dosing (f/t)

Materials Basic Plus Top

Product wetted: Stainless Steel AISI 304 / 316L  /  /  (1)  /  /  (1)  /  /  (1)

Frame: Stainless Steel AISI 304 / 316Ti  (1)  (1)  (1)

Seals: Silicon / PTFE / EPDM  /   /  /   /  /   / 

Cabinet: Steel painted (RAL 7035) / Stainless Steel  / ^  / ^  / ^

Discharge cylinder lifting capacity by 6 bar / 10 bar [kN] 13 / 21 13 / 21 13 / 21

Discharge cylinder air amplifier (10 bar)

Discharge cylinder lifting height [mm] 130 130 130

Outlet connection: flange DN 400 / adaptation  / ^  / ^  / ^

Equipment
Middle part - Protective cover manually

Shock mounts / base frame with base plates  / - / - / 

Base frame (height according to the arrangement)

Container locking -

Linear vibrator with swivel arm -

Vibrator at the container outlet on one side / both sides -  /  / 

Rotary vibrator on the outlet

Base frame with load cells -

Inflatable gaskets between container / discharge station

Control-Unit
Pneumatic (pressure supply and valves)

UCON Discharge-Unit separate operator panel* -

UCON Dosing-Unit with separate operator panel** - -
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